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NOTES:

1.

2.

SHIPPING WEIGHT OF RECEPTACLE SHALL BE 280 LBS, MIN.
RECEPTACLE SHALL HAVE SIDE DOOR ACCESS. USE OIL
IMPREGNATED BRONZE BUSHINGS AND STAINLESS STEEL
PIVOT PINS FOR DOOR MOVEMENT, WITH 3/16" SOLID STEEL
LATCH ASSEMBLY (NO LOCK).

. ALL FABRICATED METAL COMPONENTS SHALL BE STEEL

SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND
ELECTROSTATICALLY POWDER-COATED WITH T.G.I.C.
POLYESTER POWDER COATINGS, 8-10 MILS THICK. ALL
PARTS SHALL BE BLACK POWDER COATED.

RECEPTACLES SHALL NOT BE INSTALLED NEXT TO
ON-STREET PARKING.

LINER SHALL BE BLACK HIGH-DENSITY POLYETHYLENE
PLASTIC. PLASTIC LINER REINFORCED, RIBBED AND MOLDED
FOR LONGER LIFE, MINIMUM HEIGHT 26-3/4" - MAXIMUM
27-1/4", DIAMETER MINIMUM 21-1/2" - MAXIMUM 21-3/4".
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%" DIA. EXPANSION ANCHOR
BOLT WITH 4" EMBEDMENT

Z FACE OF CURB
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112" & LID OPENING

LID SHALL BE 16 GAUGE MIN.

RECEPTACLE. LID SHALL BE
BOLTED TO RECEPTACLE.

38 - 3/4"

Yarx 2"
HORIZONTAL
STEEL BANDS

SHEET METAL RING SLOPING
INWARD TO DIRECT LITTER INTO

HOLE TO BE 1" FROM
PAVEMENT SURFACE.

DOOR TO BE PLACED ON OPPOSITE
SIDE OF TRAFFIC FLOW SUCH THAT
REFUSE WORKER IS FACING ONCOMING
TRAFFIC DURING LINER REMOVAL

36-GALLON LINER (WEIGHT
NOT TO EXCEED 6 LBS)
SITS ON %" x 3" SUPPORT BARS

(WHERE NO SIDEWALK EXISTS,
CONTRACTOR TO INSTALL
CONCRETE PAD 36"x36"x6")

%" SOLID STEEL
TOP RING

(42) %"x1" VERTICAL
SOLID STEEL BARS

%" SQUARE
ANCHOR I'fOLTQHOLE (4) LEVELING FEET
| WITH %" DIAMETER

THREADED STEEL SHAFT

LITTER RECEPTACLE
36 GALLON CAPACITY
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